








THE SMART WAY TO CONNECT

NYS229 NYS230 NYS2203 NYS240
® 6.35mm jacks, panel mountable ® 6.35mm / 3.5mm stereo metal jacks
® Provide mono / stereo version ® Simple design, easy installation
® Precision machined thread, ® Full metal design for engineering use

nut and screw close combination

* Adapt various panel thickness
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Article Name Details

NYS229 6.35mm mono open jack, with washer and nut, 0.205" faston tabs, for up to 3.5 mm panel thickness
NYS229L 6.35mm mono open jack, with washer and nut, 0.205" faston tabs, for up to 6.5 mm panel thickness
NYS230 6.35mm stereo open jack, with washer and nut, 0.205" faston tabs, for up to 3.5 mm panel thickness

Note: Above products are provided in bulk package

NYS221 6.35mm stereo jack, long-threaded bushing with washer and nut, full metal design, bulk package
NYS2202 6.35mm mono jack, long-threaded bushing with washer and nut, full metal design, REAN plastic package
NYS2203 6.35mm stereo jack, long-threaded bushing with washer and nut, full metal design, REAN plastic package
NYS2202P 6.35mm mono jack, metal handle, max. cable O.D. 6 mm, REAN plastic package

NYS2203P 6.35mm stereo jack, metal handle, max. cable O.D. 6 mm, REAN plastic package

NYS240 3.5mm stereo jack, metal handle, max. cable O.D. 4 mm, REAN plastic package

NYS240BG 3.5mm stereo jack, black metal handle, gold plated contacts, max. cable O.D. 4 mm, REAN plastic package
NYS240L 3.5mm stereo jack, metal handle, max. cable O.D. 6 mm, REAN plastic package

Specification NYS229/230 Series NYS221/2202 Series NYS240
Electrical

Contact rated current 3A 3A 3A
Contact resistance <10 mQ <10 mQ <10 mQ
Insulation resistance > 2000 mQ (initial) > 2000 mQ (initial) > 2000 mQ (initial)

Dielectric strength 500 V dc 500 V dc 500 V dc

Lifetime > 5'000 mating cycles > 5'000 mating cycles > 5'000 mating cycles
Insertion force <20N <20N <20N
Withdrawal force > 10N > 10N > 10N
Contact Bronze Bronze Bronze
Contact plating Tin Tin Tin / Au

Shell Brass Brass Zinc alloy
Thread nose Brass Brass Brass

Washer Steel Steel -

Environmental

Temperature range -20 °C to +70 °C
Solderability complies with IEC68-2-20
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ADAPTERS

Adapters

RAX-N-001 RAX-N-008 RAX-N-012

Various range of converter products, meet the needs of different connectors
Provide 6.35mm mono/stereo plug - plug and jack - jack adapters

Saving space and cost, easily realizing various transitions

Professional looking and compact design with rugged diecast housing
Multi-functional modules to meet user-specific needs

RAX-N-001 RAX-N-012

RAX-N-016

e

RAX-N-008 RAX-N-016
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ADAPTERS

Ordering Information

Article Name Details

Adapters

RAX-N-001 3 pole XLR male - female adapter, locking female connector, REAN plastic package

RAX-N-002 3 pole XLR female - 5 pole male adapter, locking female connector, REAN plastic package
RAX-N-004 5 pole XLR female - 3 pole male adapter, locking female connector, REAN plastic package
RAX-N-006 3 pole XLR female - female adapter, locking female connector, REAN plastic package

RAX-N-007 3 pole XLR male - male adapter, REAN plastic package

RAX-N-008 3 pole XLR female - 6.35mm stereo plug adapter, REAN plastic package

RAX-N-009 3 pole XLR female - 6.35mm jack adapter, full metal, REAN plastic package

RAX-N-010 3 pole XLR male - 6.35mm stereo plug adapter, threaded housing, RREAN plastic package
RAX-N-011 3 pole XLR male - 6.35mm stereo plug adapter, REAN plastic package

RAX-N-012 3 pole XLR female - Phono male chassis adapter, locking female connector, REAN plastic package
RAX-N-013 3 pole XLR female - Phono female chassis adapter, locking female connector, threaded housing, REAN plastic package
RAX-N-014 3 pole XLR male - Phono male chassis adapter, threaded housing, REAN plastic package
RAX-N-015 3 pole XLR male - Phono female chassis adapter, threaded housing, REAN plastic package
RAX-N-016 6.35mm singlr plug - Phono female chassis adpater, REAN plastic package

Specification

Electrical

Contact resistance <10 mQ
Insulation resistance > 2000 mQ (initial)

Dielectric strength 50Hz 500VAC

Lifetime > 1'000 mating cycles
Insertion force <20N
Withdrawal force <20N

Contact Bronze
Contact plating Nickel / Tin
Insert PA6+30% GF
Lock element Zinc alloy
Shell Zinc alloy
Shell plating Nickel

Environmental

Temperature range -20°C to +70 °C
Solderability complies with IEC68-2-20
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ADAPTERS

NYS227 NYS355 NYS236 NYS239

* Various range of converter products, meet the needs of different connectors

Provide 6.35mm mono/stereo plug - plug and jack - jack adapters
Optional 6.35mm stereo plug - 3.5mm jack adapters

* Unique phono adapters, easy to operate
* Full metal shell design, increase the mating cycles, prolong lifetime

NYS227 NYS355
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ADAPTERS

Ordering Information

Article Name DIETH

NYS227 3.5mm stereo plug - 6.35mm plug adapter, full metal, REAN plastic package
NYS236 6.35mm mono jack - 6.35mm mono jack adapter, full metal, REAN plastic package
NYS237 6.35mm mono plug - 6.35mm mono plug adapter, full metal, REAN plastic package
NYS238 6.35mm stereo jack - 6.35mm stereo jack adapter, full metal, REAN plastic package
NYS239 6.35mm stereo plug - 6.35mm stereo plug adapter, full metal, REAN plastic package
NYS355 Phono jack - jack adapter, full metal, REAN plastic package

Specification

Electrical

Contact resistance <10 mQ
Insulation resistance > 2000 mQ (initial)
Dielectric strength 50Hz 500VAC

Lifetime > 1'000 mating cycles
Insertion force <20N
Withdrawal force 210N
Shell Bronze
Contact Brass

Environmental

Temperature range -20°C to +70 °C
Solderability complies with IEC68-2-20
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RCA PLUGS/JACKS

2

RF2C-AU-0 NYS352 NYS373-2 NYS367-4

* High quality RCA plugs and jacks, precision processing

Color code ring and color bushing for channel identification

Optional gold plated contact products, ensure the stability of signal transmission
* Ergonomic product design, easy to operate

* Plastic or metal shell products, meet various needs

RF2C-* NYS373
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RCA PLUGS/JACKS

Ordering Information

Article Name Details

RCA Plugs / Jacks

RF2C-AU-0 RCA phono plug, nickel plated shell, gold plated contacts, black boot, REAN plastic packaing

RF2C-AU-2 RCA phono plug, nickel plated shell, gold plated contacts, red boot, REAN plastic packaing

RF2C-B-0 RCA phono plug, black plated shell, gold plated contacts, black boot, REAN plastic packaing

RF2C-B-2 RCA phono plug, black plated shell, gold plated contacts, red boot, REAN plastic packaing

NYS352 Heavy duty phono plug, nickel plated shell, nickel plated contacts

NYS352AG Heavy duty phono plug, gold plated shell, nickel plated contacts

NYS352B Heavy duty phono plug, black plated shell, nickel plated contacts

NYS352BG Heavy duty phono plug, black plated shell, gold plated contacts

NYS352G Heavy duty phono plug, nickel plated shell, gold plated contacts

NYS373-0 Phono plug, black shell, black color coding, gold plates contacts,rubber anti-kink boot, chuck type strain relief, cable 0.D. 3.5 - 6.1 mm
NYS373-0-A Phono plug with spring, black shell, gold plates contacts,rubber anti-kink boot, chuck type strain relief, cable O.D. 3.5 - 6.1 mm
NYS367-0 Phono plug, gold plated contacts, black color coding

Note: 1) color coding for NYS367/373 series NS + DSV o | 2) NYS367/373 series are provided in REAN plastic package
Black Red Yellow Green Blue White

Specification

Electrical

Rated voltage depends on mating connector
Contact resistance depends on mating connector
Insulation resistance > 2000 mQ (initial)
Dielectric strength 500 V dc

Lifetime > 1'000 mating cycles
Insertion force <20N
Withdrawal force > 10N

Contact Bronze
Contact plating Ag/ Au / Nickel
Shell Zinc alloy
Shell pltating Nickel / Black
Boot PVC
Cable clamp Steel / POM
Insert Brass

Lug Brass

Environmental

Temperature range -20 °C to +70 °C
Solderability complies with IEC68-2-20




THE SMART WAY TO CONNECT

LOUDSPEAKER CONNECTORS

Loudspeaker Connectors

RCLS4F-G-000 RLS4MPZ RLS4MDZ-H

New lockable speaker connector 30A/250V, cost effective

UL/VDE certified for Cable O.D 6-10 mm

Robust lock system, safe locking

Chuck type strain relief, maximum cable capacity, quick and convenient installation
Sealed design, model types in the speaker connector application field

RLS4FC RLS4MPZ
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LOUDSPEAKER CONNECTORS

Ordering Information

Article Name Details

Cable Connectors

RCLS4F-G-000 4 pole loudspeaker cable connector with latch lock, chuck type strain relief, REAN plastic package

RCLS4F-G-001 4 pole loudspeaker cable connector with latch lock, chuck type strain relief, blue housing, REAN plastic package

Note: Above products are bulk packaged with -0 for the article suffix and must be ordered in multiples of 100 pcs

Receptacles

RLS4MDZ-H 4 pole loudspeaker receptacle, D-Size front horizontal mounted, PCB contacts, REAN plastic package
RLSAMDZ-V 4 pole loudspeaker receptacle, D-Size front vertical mounted, PCB contacts, REAN plastic package
RLS4MPZ 4 pole loudspeaker receptacle, D-Size front mounted, solder cup contacts, REAN plastic package

Specification Cable connectors Receptacles
RCLS4F-G RLS4MDZ-*/RLS4MPZ

Electrical

Contact rated current continuous 30 A rms continuous 30 A rms

Contact resistance <5 mQ <5 mQ

Insulation resistance >1 GQ >1 GQ

Dielectric strength 4kV dc 4kV dc

Rated voltage 250V 250V

Attention: Cable connectors and receptacles are not to be used as an AC mains or power supply connector!

Lifetime > 1'000 mating cycles > 1'000 mating cycles
Chassis type - D

Cable O.D. 6.5-10 mm =

Wiring Screw flat tab (4.8 x 0.5 mm ) or soldering
Locking device Quick Lock -

Mounting direction - Front or rear mounting

Contact Brass Bronze
Contact plating Ag Ag
Insert PBT o

Shell PA6+30% GF PA6+30% GF
Strain relief POM B
Locking element Zinc alloy )

Boot PA6+30% GF -

Environmental

Temperature range -30 °C to +80 °C -30 °C to +80 °C
Flammability UL 94-V0 UL 94-V0
Solderability complies with - IEC68-2-20




POWER & DATA CONNECTORS

POWER & DATA CONNECTORS

Ordering Information

THE SMART WAY TO CONNECT

Power Connectors

RCAC3I-G-001 RRAC3I-G-000 RCAC30-G-001 RRAC30-G-000

* High current capacity, rated at 20A / 250V ac

Rugged twist lock system, ergonomic quick lock design

Color coding divided, power-in and power-out versions with different keying, avoid the possibility of intermating
* UL recognized components

* Chuck type strain relief, reliable cable capacity

RCAGC3I-G / RCAC30-G RRAGC3I-G / RRAC30-G

2.55 [.100]
8 [.375]

C

! 68,1 [2.68] 4.5 [.177]

P% 19.3 1.760]
0.4 1.197]

Article Name Details

Power Connectors

RCAC3I-G-001 Cable connector, blue housing, twist lock, screw type terminals, power inlet
RRAC3I-G-000 Receptacle, blue housing, air tight design, flat tabs or soldering terminals, power inlet
RCAC30-G-001 Cable connector, grey housing, twist lock, screw type terminals, power outlet
RRAC30-G-000 Receptacle, grey housing, air tight design, flat tabs or soldering terminals, power outlet

Note: Above products are bulk packaged with -0 for the article suffix and must be ordered in multiples of 100 pcs

Specification Cable connectors Receptacles
Electrical

Number of contacts 2 +PE 2 +PE
Rated current per contact 20 Arms 20 Arms
Rated Voltage 250V 250V
Dielectric strength 4 kV ac 4 kV ac
Contact resistance <3 mQ <3mQ
Insulation resistance (after dampheat) >0.1 GO >0.1 GQ

Retention method Twist lock Twist lock
Cable O.D. 6-15mm 6-15mm
Wiring Screw type terminals or soldering Flat tabs (4.8 x 0.5 mm) or soldering

Wiresize: 2.5 mm2/ 14 AWG

Shell HC polymer HB HC polymer HB
Insert PA6+30% GF PA6+30% GF
Contact Brass Bronze
Contact plating Ag Ag
Strain relief POM POM

Environmental

Temperature range -30 °C to +80 °C
Solderability complies with IEC68-2-20
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POWER & DATA CONNECTORS

RESMY-1 RRE8F-D-001

Cable carrier accepts the most common RJ45 plugs ~ ® CAT5e according to ISO/IEC 11801

Industrial application design, provide protection for and TIA/EIA 5688

the fragile RJ45 to ensure stable connection * D shape flange
Chrome / black plated housing e Rugged latch lock system
Cable connectors do not include a RJ45 plug e Vertical PCB mount
RESMY-1 RRESF-D-001
=
]

POWER & DATA CONNECTORS

Ordering Information

Article Name Details

RJ45 Cable Carriers

RESMY-1 Cable carrier, do not include RJ45 plug, chrome plated housing
RE8MY-1-B Cable carrier, do not include RJ45 plug, black plated housing

RJ45 Receptacles

RRE8F-D-001 Rugged RJ45 receptacles, D shape mental flange, vertical PCB mount, latch lock

Note: Above products are bulk packaged with -0 for the article suffix and must be ordered in multiples of 100 pcs

Specification

Electrical Cable Carriers Receptacles
Contact resistance = <10 mQ
Dielectric strength - 1kV dc
Frequency bandwidth - 1-100 MHz
Insulation resistance - >0.5GQ
Rated current per contact = 1.5A
Rated Voltage - <50V
Transmission performance = CAT 5e

Lifetime > 1'000 mating cycles > 2'000 mating cycles
Insertion / Withdrawal force <20N <20N

Cable O.D. 4.0 -8.0 mm Panel thickness max. 4 mm 0.16'
Wiring - Vertical PCB mount
Locking device = Latch lock

Mounting direction - Front mounting
Chassis shape - D

Power over Ethernet - PoE+ acc. IEEE 802.3at

Shell Zinc alloy Zinc alloy
Shell plating Chrome / Black Black
Strain relief POM -
Contact - Bronze
Contact plating - Au
Insert - PBTP 15 % GR
Locking element = Zinc diecast
Button - 65 Mn Steel
Button plating S Nickel

Environmental

Flammability UL 94 V-0
Standard compliance TIA/EIA 5868, IEC11801
Temperature range -30 °C to +80 °C
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NEW POWER & DATA CONNECTORS

RRE8F-A-000 RRE8F-A-001 RRE8F-B-000

e Cost effective Ethernet chassis solution
e CAT5E performance
e Industrial standard A type panel cut-out & PCB mounting

RRE8F-A-000 RRE8F-B-001
252018 2161015
B g J
U\ i
1 <ﬁi'“?"'“"““““ | =
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POWER & DATA CONNECTORS

Ordering Information

Article Name Details

Receptacles

RRE8F-A-000 Horizonal PCB mount RJ45 receptacle, A-Series cutout with latch lock
RRE8F-A-001 Vertical PCB mount RJ45 receptacle, A-Series cutout with latch lock
RRE8F-B-000 Horizonal PCB mount RJ45 receptacle, B-Series cutout with latch lock
RRE8F-B-001 Vertical PCB mount RJ45 receptacle, B-Series cutout with latch lock

Note: Above products provide bulk package with -0 for the article suffix and must be ordered in multiples of 100 pcs

Specification

Electrical

Rated current per contact 1.5A
Contact resistance <50 mQ
Insulation resistance > 0.5 GQ
Dielectric strength 1.5 kV dc
Rated voltage <57V
Transmission performance CAT5e

Lifetime > 1'000 mating cycles
Insertion/Withdrawal force <40 N
Wiring Horizonal / Vertical PCB mount
Locking device Latch lock
Mounting direction Rear mounting
Chassis shape A/B
Mounting A-Screw
Contact Bronze
Locking element Steel

Shell PA

Flange Metal(B Series)

Environmental

Temperature range -30 °C to +80 °C
Solderability complies with IEC68-2-20




DIN CONNECTORS DIN CONNECTORS

|

Ordering Information

Article Name Details

DIN Connectors

NYS321 3 pole DIN cable connector, male, nickel plated housing, silver plated contacts, REAN plastic package
NYS321G 3 pole DIN cable connector, male, nickel plated housing, gold plated contacts, REAN plastic package
NYS322 5 pole DIN cable connector, male, nickel plated housing, silver plated contacts, REAN plastic package
NYS322G 5 pole DIN cable connector, male, nickel plated housing, gold plated contacts, REAN plastic package
NYS322AG 5 pole DIN cable connector, male, gold plated housing, gold plated contacts, REAN plastic package

NYS323 7 pole DIN cable connector, male, nickel plated housing, silver plated contacts, REAN plastic package
NYS323G 7 pole DIN cable connector, male, nickel plated housing, gold plated contacts, REAN plastic package

DIN Receptacles

NYS324 3 pole DIN receptacles, female, nickel plated housing, silver plated contacts, bulk package
NYS325 5 pole DIN receptacles, female, nickel plated housing, silver plated contacts, bulk package
NYS326 7 pole DIN receptacles, female, nickel plated housing, silver plated contacts, bulk package

NYS323 NYS325

Specification DIN Cable connectors DIN Receptacles

o . Electrical

= * Conformed to standard multi-pin connector series

. . . Numb f tact 3/5/7 3/5/77
= ® Unbalanced line inputs and outputs for device ports umberof contacts
z . . ‘ Contact resistance <10 mQ <10 mQ
8 Optional gold plated housing and contacts Insulation resistance (initial) ~1000 MQ ~1000 MO
- ® Provide 3, 5, 7 pole version Rated Voltage 50 V ac 50 V ac
= Withstand Voltage 0.5kV dc 0.5kV dc
>
<
. | Mechanical .
-
I
; Lifetime > 1'000 mating cycles > 1'000 mating cycles
©“ Insertion force <24-56N <24 -56 N
I:l:l NYS323 NYS325 Withdrawal force >3-75N >3-75N
L Separation force per contact > 120N > 120N

m 2

X € 5

DT T T T s

= Shell Zinc alloy High-Quality Steel
Shell plating Nickel / Au Nickel

(59.5) Contact Brass Bronze

Contact plating Ag/ Au Ag
Insert PA6+30% GF PA6+30% GF
Strain relief PVC -

Environmental

Temperature range -30 °C to +85 °C
Solderability complies with IEC68-2-20




DUAL BANANA PLUG DUAL BANANA PLUG

Ordering Information

Article Name Details

Dual Banana Plug

NYS508-B Dual Banana Plug, cable O.D. 6.0 - 10.5 mm, gold plated contacts, black, bulk package
NYS508-R Dual Banana Plug, cable O.D. 6.0 - 10.5 mm, gold plated contacts, red, bulk package

Dual banana plug

Specification

Electrical

Contact resistance <10 mQ
Insulation resistance (initial) > 1000 MQ
Dielectric strength 500V dc
Rated Voltage 50 Vac

NYS508-B NYS508-R
Lifetime > 1'000 mating cycles
Insertion force <56 N
) . Withdrawal force 75N
= ¢ Standard dual banana plug for high power output devices z
= | ot plated contacts, ensure perfect transmission performance | vaterial
=z . .
o ® Optional black / red housing
(8] Contact Bronze
E Contact plating Au
> Shell PA6+30% GF
; Shell color Black / Red / Customize
- Retainers PA6+30%GF
: Nut Steel
= Nut plating Nickel
wv
: NYS5508-B Strain relief POM
-

Environmental

Temperature range -20°C to +70 °C
Solderability complies with IEC68-2-20

19.05




STAGE BOX & PATCH PANELS STAGE BOX & PATCH PANELS

Ordering Information

Article Name Details

Patch Panels

NYS-SSR-8 8 line in - 8 line out 1/4"” patch panels

Stage Box - A

NSB1A-8/4 Length 1, 8 line in (female/output) - 4 line out (male/ input)

NSB2A-12/4 Length 2, 12 line in (female/output) - 4 line out (male/ input)
NSB2A-20/4 Length 2, 20 line in (female/output) - 4 line out (male/ input)
NSB3A-32/4 Length 3, 32 line in (female/output) - 4 line out (male/ input)
NSB4A-40/4 Length 4, 40 line in (female/output) - 4 line out (male/ input)
NSB4A-40/8 Length 4, 40 line in (female/output) - 8 line out (male/ input)

Stage Box - B

NSB1B-8/0 Length 1, 8 line in (female/output)
NSB2B-12/4 Length 2, 12 line in (female/output) - 4 line out (male/ input)
NYS-SSR-8 NSB2A-20/4 NSB2B-12/4 NSB1C-8/0 NSB2B-16/0 Length 2, 16 line in (female/output) ,
NSB3B-20/4 Length 3, 20 line in (female/output) - 4 line out (male/ input)
Stage Box - C
° Sflmplecj:_onnegtlon method * Special module system for size and space customization NSB1C-8/0 Length 1, 8 line in (female/output)
Or audio system * Personalized I/0 connector combination, optional various length NSB2C-12/4 Length 2, 12 line in (female/output) - 4 line out (male/ input)
e 81/0 1/4" patch panels * Convenient assembly NSB3C-20/4 Length 3, 20 line in (female/output) - 4 line out (male/ input)
 Rugged metal housing . (Delivery of bulk products, including boxes, cover plates, brackets, cable joints and screws )

3 pole IDC XLR, no stripping or soldering required

« Convenient assembly, * Does not contain self-adhesive channel digital label,

THE SMART WAY TO CONNECT

easy to use need to be ordered separately
e Cost-effective Specification Patch Panels Stage Box
Electrical
NYS SSR-8 Rated current depends on mating connector 2 A
NSBTA 132 (5.2") Contact resistance depends on mating connector <5mQ
L NSB2A 252 (9.93") Insulation resistance >1 GQ =1 GQ
 O0000O00O0| NSB3A 372 (14.65") Dielectric strength 500 V dc 500 V dc
Q0000000 NSB4A 491 (19.33") _
‘ 168 (669 | Lifetime > 1'000 mating cycles > 1'000 mating cycles
B Insertion / Withdrawal force <TON/210N <TON/210N
; NSB1B 132 (5.2%) Cable O.D. - 15-20 mm
NSB2B 252 (9.93") Wiresize - 0.22 mm2/24 AWG or 0.14 mm?2/26 AWG
‘ sy | NSB3B 372 (14.65")
| vaterial |
Square plate - POM
i < | NSB1C 132 (5.2") Cover Thermoplastic Thermoplastic
] NSB2C 252 (9.93") Contact Brass / Bronze Nickel plated Gold plated
f— - NSB3C 372 (14.65") Temperature range -25°C to +70 °C -25°C to +70 °C




STAGE BOX & PATCH PANELS STAGE BOX & PATCH PANELS

Ordering Information

Article Name Details

Plugboard

RPPX-SPP-001-1 16 channels XLR male chassis plugboard
RPPX-SPP-002-1 16 channels XLR female chassis plugboard

RSBXJ-N-001-1 A1 2 channels junction box RSBXJ-N-010-1 A2 2 channels junction box
RSBXJ-N-002-1 A1 4 channels junction box RSBXJ-N-011-1 A2 4 channels junction box
RSBXJ-N-003-1 A1 6 channels junction box RSBXJ-N-012-1 A2 6 channels junction box
RSBXJ-N-004-1 A1 8 channels junction box RSBXJ-N-013-1 A2 8 channels junction box
RSBXJ-N-005-1 A1 10 channels junction box RSBXJ-N-014-1 A2 10 channels junction box
RSBXJ-N-006-1 A1 12 channels junction box RSBXJ-N-015-1 A2 12 channels junction box
RSBXJ-N-007-1 A1 16 channels junction box RSBXJ-N-016-1 A2 16 channels junction box
RSBXJ-N-008-1 A1 20 channels junction box RSBXJ-N-017-1 A2 20 channels junction box
RSBXJ-N-009-1 A1 24 channels junction box RSBXJ-N-018-1 A2 24 channels junction box
RPPX-SPP-001-1 RSBXJ-N-003-1 RSBXJ-N-001-1 RSBXJ-N-010-1 Delivery of bulk products, including boxes, covers, brackets, cable glands and screws

G ° Robust metal frame * Audio junction box e _

= * Separate grounding tabs * Sturdy panels, crush-proof, prevent warping Specification Plugboard Junction box

G| v e AT

e Easy to assemble and use * Easy installation, high quality assurance :

E Rated current depends on mating connector 2 A

> Contact resistance depends on mating connector <5mQ

; Insulation resistance >1 GQ >1 GQ

- Dielectric strength 500 V dc 500 V dc

b

E RPPX-SPP-001-1 RSBXJ-N-001-1~RSBXJ-N-009-1 RSBXJ-N-010-1~RSBXJ-N-018-1 _

':':' —— fior oy D e Lifetime > 1'000 mating cycles > 1'000 mating cycles

= B . Insertion / Withdrawal force <10N/=10N <10ON/=10N
Cable O.D. = 15-20 mm
Wiresize - 0.22 mm?2/24 AWG or 0.14 mm2/26 AWG

Housing Al Al
Square plate - POM
Cover Thermoplastic Thermoplastic
Contact Brass / Bronze Nickel plated Gold plated

Temperature range -30 °C to +80 °C -30 °C to +80 °C




STAGE BOX & PATCH PANELS STAGE BOX & PATCH PANELS

e 5-point B-Gauge jack socket

e 48 way Longframe B-Gauge patchbay e Nickel-silver spring contacts

e Accepts both European BPO 316 and US MIL-P-642/2 style phono plugs e Palladium plated switch contacts

e 2 rows of 24 LF501 jack connectors e Durable die-cast body with bright nickel plated nose
e Jack designed from rigid nickel-plated die-cast aluminium with nickel-silver spring contacts ¢ Termination solder lugs

e Available in 4 colors: black, silver, red or blue

e Reliable support for connecting looms by steel lacing bar

Dimensional Drawing LFJ 501 Plan Elevations

e

15.0Mm
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